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Art. No.: ER?VLIB

The LogilLink Ultra Power Lithium batteries are perfect for ac-powered smoke detectors, professi-
onal audio and medical devices.

Features:

» Lithium technology ensures power for high drain devices

» Multipurpose: medical devices/security alarms/
calculators and many more electronics

» 0% Mercury and Cadmium, free from harmful heavy metals

» Battery remains fresh for use for up to 5 years

» LogiLink offers a range of most frequently used batteries
(AA/AAA/C/D/3V/9V) in different packaging variations to
meet your needs
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Specification: | 2
| E
Reference IEC EROV :
|
Voltage 10.8V |
|
Max. Constant Current 25mA :
. J
Max. Pulse Current 50mA |
26.0Max
Nominal Capacity 1200mAh )
( | ) A
Dimension 26x17x48.8mm(=0.2mm) [ 3
| a
Weight 40g @ 1(O) 3
I -~
Operating Temperature -55°C~ 85°C \ : y
12.7Max
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* The specifications and pictures are subject to change without notice.
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Discharge Characteristics (25°C+2°C) Voltage vs Temperature
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Package Contents:
» 1 x 9V Lithium Battery

Capacity vs Current
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Package Informations: & T [
» Packing Dimension: 85 x 118 x 20 mm S N S
» Packing Weight: 0.0043kg 900 SN
» Carton Dimension: 384 x 314 x 198mm N \\\'2°C
) 700
» Carton Q'ty: 144pcs Nl 2070
» Carton Weight: 8.0kg SWRAGE
500 Rl
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*Not Rechargeable.

*Do not put in fire.

*Do not open.

*Please remove empty batteries.
*Insert batteries in correct way (+/-).

*Delivery Capacity is dependent on the applied load, operating temperature and cut-off voltage. Please refer to the charts and
discharge data shown for examples of the energy/service life that the battery will provide for various load conditions.
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